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1 Introduction 1 

This specification defines the operating system interface and environment of the MeeGo™ operating 2 
system. It is intended to be used by both application developers and system implementers, and to 3 
describe, for each audience, the requirements for MeeGo Compliance.  A system implementation can 4 
be either a device running a MeeGo compliant software stack or a standalone, MeeGo compliant 5 
software stack. 6 

MeeGo is a registered trademark of the Linux Foundation, which controls the usage of the brand and 7 
trademark.  One of the requirements for permission to use this trademark is compliance with the 8 
requirements in this specification. 9 

1.1 Scope 10 
This specification sets forth two separate component categories for Platform Compliance: 11 

• MeeGo Core:  a core set of operating system components (or “stack”), as provided by the 12 
MeeGo project, is always required, and may not be replaced or repackaged (see Definitions). 13 

• MeeGo Profile:  a targeted description for a device category, including additional components, 14 
device category programming interfaces, minimum hardware requirements, and more. Profile 15 
software components are subject to the same no‐replace rules as core components. 16 

These categories are additive: a MeeGo Profile layers on top of MeeGo Core to produce a complete 17 
description. 18 

System implementations may only claim compliance to a specific MeeGo Profile. It is possible for a 19 
profile to be empty, in other words, to state that the requirements for the profile are satisfied by 20 
MeeGo Core.   21 

Applications may comply either with a specific MeeGo Profile or, by avoiding profile specifics, comply 22 
with MeeGo Core to target the whole range of implementations. 23 

The specification also defines two aspects of Application Compliance. 24 

• API:  the set of programming interfaces available to applications at the source code level, and 25 
the compatibility promises related to various aspects of the API. 26 

• ABI: the set of function calls available at runtime at the binary level. ABI compatibility is 27 
maintained across releases with the same major number. 28 

For more details, see Definitions, on page 4, and the Application Compatibility chapter, on page 9. 29 

1.2 References 30 

• [EGL] Native Platform Graphics Interface 31 
[http://www.khronos.org/registry/egl/specs/eglspec.1.3.pdf] 32 

http://www.khronos.org/registry/egl/specs/eglspec.1.3.pdf�
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• [ELF] Tool Interface Standard (TIS) Executable and Linking Format (ELF) Specification Version 1.2 33 
[http://refspecs.linuxfoundation.org/elf/elf.pdf] 34 

•  [LSB 4.0] ISO/IEC 23360:2005 Linux Standard Base ‐ Part 1 Generic Specification 35 
[http://refspecs.linuxfoundation.org/LSB_4.0.0/LSB‐Core‐generic/LSB‐Core‐generic.html] 36 

•  [Notify] Desktop Notifications Specification 0.9 37 
[http://www.galago‐project.org/specs/notification/0.9] 38 

• [OGL] OpenGL® 2.1 [http://www.opengl.org/documentation/specs] 39 

• [OGLES] OpenGL ES 2.X [http://www.khronos.org/opengles/2_X] and OpenGL ES 1.x 40 
[http://www.khronos.org/opengles/1_X/] 41 

•  [Qt47] Qt Reference Documentation, version 4.7 [http://apidocs.meego.com/qt4.7/] 42 

• [QtMob] Qt Mobility Project APIS [http://apidocs.meego.com/qtmobility/] 43 

• [RFC2119] IETF RFC 2119 Key words for use in RFCs to Indicate Requirement Levels 44 
[http://www.ietf.org/rfc/rfc2119.txt] 45 

• [WGT] W3C Widget Packaging and Configuration specification [http://www.w3.org/TR/widgets] 46 

1.3 Definitions 47 
The key words "MUST", "MUST NOT", "REQUIRED", "SHALL", "SHALL NOT", "SHOULD", "SHOULD NOT", 48 
"RECOMMENDED", "MAY", and "OPTIONAL" used in this document are to be interpreted as described in 49 
[RFC2119]. 50 

MeeGo API – the preferred set of programming interfaces defined for MeeGo Core.  51 

Platform API – the complete set of programming interfaces defined for MeeGo Core. 52 

Repackaging –MeeGo Core packages may not be repackaged. This means the %files sections of the 53 
RPM spec file, describing the package or subpackages, may not be changed, but only appended to. 54 

MeeGo Reference Implementation – the reference implementation shall be the source code released 55 
by the MeeGo project for the packages listed in Appendix A. 56 

Instruction set – includes both the set of used instructions in binaries, which may require the use of 57 
optional features in the CPU architecture, and also different compiler options to generate optimal 58 
instruction scheduling for a specific implementation of the CPU architecture. 59 

1.4 Compliance Principles 60 
The fundamental purpose of this specification is to enable binary application compatibility on a 61 
particular architecture, while maintaining source compatibility across the entire MeeGo family. To that 62 
end, the following principles are in effect: 63 

http://refspecs.linuxfoundation.org/elf/elf.pdf�
http://refspecs.linuxfoundation.org/LSB_4.0.0/LSB-Core-generic/LSB-Core-generic.html�
http://www.galago-project.org/specs/notification/0.9�
http://www.khronos.org/opengles/2_X�
http://apidocs.meego.com/qt4.7/%5d�
http://apidocs.meego.com/qtmobility/%5d�
http://www.ietf.org/rfc/rfc2119.txt�
http://www.w3.org/TR/widgets�
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• Where this specification is silent, ambiguous, or incomplete, regarding a particular behavior, it is 64 
the responsibility of the system implementer to ensure compatibility with the Reference 65 
Implementation.  That is, notwithstanding any specific wording in this specification, the behavior 66 
is defined by the reference source code. 67 

• If a compliant binary application operates correctly on the Reference Implementation and fails 68 
on another implementation, it is the responsibility of the failing implementation to resolve the 69 
conflict. 70 

1.4.1 CPU Architectures 71 
CPU architectures are approved by the MeeGo Technical Steering Group and may change over time.  As 72 
of this version of the specification, supported architectures are: 73 

• Intel® Atom™ (Core2™/Atom instruction set (SSSE3)), represented as RPM architecture i586 74 

• ARM v7‐A (ARM EABI, VFPv3 support, hardfp float ABI), represented as RPM architecture 75 
armv7hl 76 

Note. The ARM v7 architecture in this version of the specification is incompatible with the softfp 77 
implementation (arm7l) described in the 1.1 edition. 78 

1.4.2 MeeGo Profiles 79 
Profiles are approved by the MeeGo Technical Steering Group and may change over time.  As of this 80 
version of the specification, the supported profile is: Netbook. 81 

1.4.3 Forward and Backward Compatibility 82 
Forward compatibility for compliant binaries (ABI) is promised for future versions of MeeGo with the 83 
same major version number. 84 

At the source code level (API), applications using only the MeeGo API are assured compatibility with all 85 
future versions of MeeGo with the same major version number.  Applications which explicitly call 86 
interfaces outside the MeeGo API at the source code level have no compatibility promise for other 87 
MeeGo releases and implementations. 88 

There are no assurances that an application constructed for a particular version will run on any earlier 89 
version. 90 

Comment [m1]: Need complete 
description here

Deleted: softfp 

Deleted:  carries no binary (ABI) 
compatibility guarantee.  It is planned 
to be replaced with a hardfp 
implementation in the next version, 
requiring an explicit ABI break
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2 Platform Compatibility 91 

2.1 Requirements 92 
A compliant implementation is CPU architecture specific, and must provide a complete implementation, 93 
as required by the device category profile for that architecture.  The implementation may provide 94 
additional components, as long as it does not replace or repackage the components required by the 95 
profile (see Definitions, on page 4). 96 

It is permissible for a system implementation to provide alternative implementations of system 97 
components, provided that the components required by the profile are present and fully functional.  For 98 
example, an alternative media framework can be provided, as long as the MeeGo media framework is 99 
also present and fully functional (so that applications depending on the MeeGo media framework 100 
continue to work correctly). 101 

Components of the MeeGo Core software stack, as well as additional software for profiles, are specified 102 
in terms of source code in the package form released by the MeeGo project.  These packages are 103 
described by a name and version, and the set will correspond to a particular MeeGo version.  For the 104 
purposes of this specification, this will be known as the MeeGo Reference Implementation. 105 

2.2 Platform Source Code Modification Policy 106 
System implementers MUST use the source code of the MeeGo Reference Implementation and SHALL 107 
NOT replace or omit MeeGo Core or MeeGo Profile components. They SHALL NOT repackage the 108 
software such that individual files appear in different binary package names than those used in the 109 
MeeGo Reference Implementation. Modifications to the MeeGo Reference Implementation are subject 110 
to the following requirements: 111 

• Patches MAY be applied against source packages if necessary (for example, to fix bugs found in 112 
the field), but changes MUST NOT affect API or ABI. 113 

• All patches SHALL be provided as patch files within corresponding SRPMs. It is recommended 114 
that such patches be submitted back to the MeeGo project. 115 

• Patched packages SHALL have an updated minor version or suffix to distinguish them from the 116 
package released by the MeeGo Reference Implementation.  The exact form of disambiguation 117 
is unspecified. 118 

• A MeeGo compliant implementation MUST use the same tool chain and the same compiler 119 
options as the reference implementation. A package MAY be compiled to use a specific 120 
instruction set, to optimize for the target device, as long as the ABI remains compliant to the 121 
MeeGo Reference Implementation. 122 

2.3 MeeGo Core Components 123 
A compliant system shall provide all MeeGo Core packages listed in Appendix A and marked as 124 
applicable for the given architecture. All packages shall be included in the default install. 125 
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To ensure smooth installation of third party applications across all MeeGo compliant distributions, all 126 
the packages: 127 

• SHALL “provide” (in RPM terminology) all features assigned to the corresponding package in 128 
Appendix A 129 

• SHALL contain all files assigned to the corresponding package in Appendix A 130 

Note. The RPM package manager uses both techniques (feature‐based and file‐based) to resolve 131 
dependencies of packages to be installed, so it is important to keep these properties of MeeGo Core 132 
packages consistent across all MeeGo compliant implementations. 133 

2.4 Additional System Components 134 
A compliant system may provide additional components, if they satisfy the following requirements: 135 

• MUST NOT overwrite MeeGo packages 136 

• MUST NOT conflict with file system namespace of the MeeGo Reference Implementation 137 

2.5 ABI and API 138 
This section describes requirements aimed to ensure compatibility between executable files of third 139 
party applications and MeeGo compliant systems. 140 

2.5.1 MeeGo API 141 
Implementations must support MeeGo API. The MeeGo API consists of the following: 142 

• Qt 4.7  [Qt47] 143 

• Qt Mobility 1.0 [QtMob] 144 

• OpenGL ES 2.0 [OGLES]  145 

Note.  in version 1.1 of this specification, Atom implementations included MeeGo API components which 146 
werebuilt against OpenGL, not OpenGL ES.  . 147 

2.5.2 Executable and Linking Format 148 
MeeGo systems shall support execution of object files in Executable and Linking Format (ELF), as 149 
specified in [ELF], LSB [LSB 4.0], and corresponding architecture‐specific supplements.  150 

2.5.3 Dynamic Linker 151 
The default system dynamic linker (/lib/ld-linux.so.2 for Atom and /lib/ld-linux.so.3 152 
for ARM), when run in the default environment, shall load all shared libraries required for compliance 153 
from the paths provided by the MeeGo Reference Implementation. That is, except in debug and other 154 
special cases, required libraries must not be overridden by alternative versions. 155 

2.5.4 MeeGo Core Shared Libraries 156 
A compliant system shall provide all MeeGo Core shared libraries provided by the binary packages 157 
referenced in Appendix A, and each such library shall export all the public symbols assigned to the 158 

Deleted: (ARM) or OpenGL [OGL] 
(Atom)

Deleted: For this version 

Deleted: e

Deleted: are 

Deleted: The Atom implementation 
is expected to change to OpenGL ES in 
the next version, which will cause an 
explicit compatibility break
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library, keeping run‐time semantics of those symbols the same as in the MeeGo Reference 159 
Implementation. 160 

2.5.5 Default Shell Interpreter 161 
The default shell interpreter /bin/sh of any compliant system shall be bash version 4.0. 162 

2.5.6 Commands and Utilities 163 
The default installation of any compliant system shall provide all of the commands and utilities specified 164 
in the package list of the MeeGo Reference Implementation. 165 

2.6 Package Management 166 
A compliant system shall supply the RPM Package Manager (RPM), as provided by the MeeGo Reference 167 
Implementation, and support installation of all compliant RPM packages, as created by the 168 
corresponding version 4.8 rpm build tool. The system shall support installation and updating of packages 169 
from repositories containing RPM packages using PackageKit, which must also be supplied. 170 

2.7 Graphical Subsystem 171 
If the capabilities above are provided by an X Window System server, the following extensions are 172 
required: 173 

• BIG‐REQUESTS, Composite, DAMAGE, DPMS, Generic Event Extension, MIT‐SCREEN‐SAVER, MIT‐174 
SHM, RANDR, RENDER, SYNC, XFIXES, XInputExtension, XKEYBOARD, XVideo 175 

If the driver stack is based on Mesa, additional requirements are: 176 

• DRI2, GLX 177 

2.8 Kernel 178 
A compliant system shall use Linux kernel version 2.6.35 or later. 179 

Note: A minimum set of kernel configuration options may be required in a future version. 180 
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3 Application Compatibility 181 

3.1 Requirements 182 
A conforming application shall satisfy the following requirements: 183 

• The application may be CPU architecture specific, and, if so, must follow all the requirements for 184 
that architecture. 185 

• The application’s executable files shall be either object files in the format defined for that CPU 186 
architecture, and/or scripts or intermediate code, written for one of the programming language 187 
interpreters described in this specification. 188 

• The application shall be assembled into a package of the supported form required by this 189 
specification. 190 

• The package shall identify the version of this specification the application conforms to, and shall 191 
identify the profile it requires, if any. 192 

• Any executable and non‐executable files, belonging to the application, shall be placed only in 193 
locations in the file system hierarchy allowed by this specification. 194 

• The application shall use only external commands and other facilities described in this 195 
specification, whether for installation tasks or run‐time tasks. 196 

3.2 API and ABI 197 
This section describes requirements aimed to ensure compatibility of application source code and 198 
executable files between applications and MeeGo compliant systems. 199 

3.2.1 Use of APIs Provided by Platform 200 
The MeeGo API consists of the components described in section 2.5.1. Applications are strongly 201 
encouraged to code only to the MeeGo API.  Applications which adhere to this restriction (that is, link 202 
explicity only with these libraries) are compliant at both the source and binary level for the major 203 
version of MeeGo they were built for.  Applications should target the lowest applicable {major.minor} 204 
version of MeeGo for the widest portability. 205 

Applications using the larger Platform API are not guaranteed compatibility. This is because there is no 206 
explicit guarantee that interfaces outside the MeeGo API will remain consistent, nor that they work 207 
across all profiles. 208 

3.2.2 Compliant Application Executables 209 
All MeeGo compliant binary executable files and shared libraries shall be in the ELF format, as described 210 
in section 2.5.2. They shall import external interfaces only from the following sources: 211 

• shared libraries supplied as a part of the application package 212 

• MeeGo Core shared libraries, if the interface is a part of the public interfaces of that library 213 

Additionally, the executable may use public interfaces from shared libraries specific to a MeeGo profile, 214 
but, in this case, the application will be compliant only with that profile. 215 
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If the executable is a plug‐in for a MeeGo system component, it may import interfaces from an 216 
executable of the system component, and from shared libraries loading as part of that executable. 217 

Compliant executables will run on all later versions within the same major version number MeeGo 218 
release.  219 

3.2.3 Use of ImplementationDependent Instruction Sets 220 
An application binary or shared library MAY use CPU architecture extensions and implementation‐221 
specific features when building the binaries. If such usage would limit the portability of the application, 222 
the application must clearly identify the restrictions imposed as a result – application repositories/stores 223 
must be able to filter out devices which are not applicable. The mechanism for this is unspecified. 224 

3.3 Packaging Compliant Application Packages 225 
All MeeGo compliant applications SHALL be packaged in RPM package file format. 226 

3.3.1 Package Naming 227 
An application package name shall begin with one of the owners' fully qualified domain names in lower 228 
case, in reverse order, and end with the application name (such as, com.ovi.appname). 229 

3.3.2 Dependencies 230 
Application packages SHALL “require” (in RPM terminology) all system components that are necessary 231 
for them to run. They MAY omit optional dependencies, if such omission does not affect ability of the 232 
application to operate in a user friendly way, that is, omitting a dependency should not have the effect 233 
of allowing the application to install successfully, but then not operate correctly.  234 

Application packages MAY NOT depend on features outside this specification, as this would affect the 235 
ability of the application to install. 236 

Dependencies to MeeGo Core are allowed either in terms of package names or in terms of features, that 237 
are specified in Appendix A (for MeeGo Core components) and in the relevant profile chapter. 238 

3.3.3 Integration with RPM 239 
Application packages shall be created so that the package management system knows which files are 240 
installed. Queries on the installed packages, using standard package management tools, shall work as 241 
expected. Examples: 242 

• Find the package that a file belongs to: 243 

$ rpm –q –-file filename 244 

• List all files installed by a package: 245 

$ rpm –ql packagename 246 

Packages that install all files in a post install script are not compliant. 247 
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The application shall uninstall cleanly, leaving the system in the state it was in prior to installation 248 
(excepting any user‐added files or configurations). 249 

3.3.4 Layout in Filesystem 250 
An application shall be installed to /opt/packagename/ and, if necessary to the 251 

/etc/opt/packagename/ and /var/opt/packagename/ directories. System wide 252 

configuration files shall be placed in the /etc/opt/packagename directory, rather than directly in 253 

/etc , unless a specific location is necessary for the application or system to operate correctly. Variable 254 
data from a package, such as lock files, cached files, etc. shall be placed in the 255 
/var/opt/packagename directory rather than directly in /var , unless a specific location is 256 
necessary for the application or system to operate correctly. User‐specific files shall be stored in the 257 
~/.config/packagename directory. The rationale for these rules is to avoid filename clashes 258 
between application packages and system files, by defining portions of the filesystem certain to be 259 
unique to that application. 260 

3.3.5 Desktop Integration 261 
A .desktop file shall be installed under /usr/share/applications, and contain values for at 262 
least the following fields: Name, Comment, [Exec or Link], Icon, Type, and Categories. 263 

The picture file specified in the Icon field of the .desktop file must be either SVG or PNG format. In 264 
the case of PNG format, the following sizes shall be provided: 16x16, 32x32, 64x64, and 128x128. 265 
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4 MeeGo Netbook Profile Specification 266 

4.1 Hardware Requirements 267 
The following hardware capabilities are recommended but not required: 268 

• Network connectivity provided by one or more of the following:   269 
WiFi / Ethernet / 3G data / WiMAX 270 

• A physical keyboard and pointing device 271 

• A minimum screen resolution of 1024x600 pixels 272 

• A minimum of 1024 MB of RAM 273 

4.2 Package Management 274 
There are no additional package management requirements beyond those specified for MeeGo Core 275 
compliance. 276 

4.3 ABI and API 277 
There are no additional ABI and API requirements beyond those specified for MeeGo Core compliance. 278 

4.4 Other Requirements 279 
A compliant Netbook implementation must provide the following functionality 280 

• a window manager that supports running MeeGo compliant applications  281 

• a notification system using libnotify or compliant with the Desktop Notifications 282 
Specification 0.9 defined in [Notify]  283 

• the ability to launch MeeGo compliant applications  284 

• a network configuration UI supporting ConnMan 285 

4.5 Netbook Profile Packages 286 
There are no additional packages required beyond those specified for MeeGo Core compliance. 287 
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Appendix A – MeeGo Core Packages 
Legend 

Source Package  the required source package 

Type  • Core – package is required based on the MeeGo architecture 
definition 

• dep – package is a “hard” dependency of a core package  

Binary Package  the required binary package(s) built from the corresponding source 
package.  Note that some binary packages produced by building a given 
source package may not be required but the listed ones are. 

 

Note: this is the version 1.1 list, do not review contents until updated .  . 

Source Package  Type  Binary Packages 
Acl  dep  libacl 
alsa‐lib  dep  alsa‐lib 
Attr  dep  libattr 
Basesystem  dep  basesystem 
Bash  core  bash 
Bluez  core  bluez, bluez‐libs 
buteo‐mtp  core  buteo‐mtp 
buteo‐syncfw  core  buteo‐syncfw 
buteo‐syncml  core  buteo‐syncml 
buteo‐sync‐plugins  core  buteo‐sync‐plugins 
bzip2  dep  bzip2‐libs 
Cairo  dep  cairo 
Chkconfig  dep  chkconfig 
Connman  core  connman 
ConsoleKit  dep  ConsoleKit, ConsoleKit‐libs 
Contextkit  core  contextkit 
Coreutils  core  coreutils, coreutils‐libs 
cryptsetup‐luks  dep  cryptsetup‐luks 
Curl  dep  curl 
Curl  dep  libcurl 
cyrus‐sasl  dep  cyrus‐sasl‐lib 
db4  dep  db4, db4‐utils 
Dbus  core  dbus, dbus‐libs, dbus‐x11 
dbus‐glib  core  dbus‐glib 

Formatted Table

Formatted Table
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Source Package  Type  Binary Packages 
desktop‐file‐utils  dep  desktop‐file‐utils 
device‐mapper  dep  device‐mapper‐libs 
Dsme  core  dsme, libiphb 
e2fsprogs  dep  e2fsprogs, e2fsprogs‐libs, libcom_err, libss 
Eggdbus  core  eggdbus 
Elfutils  dep  elfutils‐libelf 
Exempi  dep  exempi 
Expat  dep  expat 
farsight2  dep  farsight2 
File  dep  file‐libs 
Filesystem  dep  filesystem 
Flac  dep  flac 
Fontconfig  dep  fontconfig 
Freetype  dep  freetype 
Gamin  dep  gamin 
Gcc  dep  libgcc, libstdc++ 
GConf‐dbus  core  GConf‐dbus 
Gdbm  dep  gdbm 
Giflib  dep  giflib 
glib2  core  glib2 
Glibc  core  glibc, glibc‐common 
Gmime  dep  gmime 
Gnupg  dep  gnupg2 
Gnutls  dep  gnutls 
Grep  dep  grep 
Gssdp  dep  gssdp 
gst‐plugins‐base  dep  gst‐plugins‐base 
gst‐plugins‐good  core  gst‐plugins‐good 
Gstreamer  core  gstreamer 
gtk2  dep  gtk2 
Gupnp  core  gupnp 
gupnp‐igd  dep  gupnp‐igd 
Hwdata  dep  hwdata 
Icu  dep  libicu 
Jasper  dep  jasper, jasper‐libs 
Kcalcore  core  kcalcore 
Kernel  core  kernel‐2.6.35 or later 
Keyutils  dep  keyutils‐libs 
krb5  dep  krb5‐libs 
Lcms  dep  lcms, lcms‐libs 
libaccounts‐glib  core  libaccounts‐glib 
libaccounts‐qt  core  libaccounts‐qt 

Formatted Table
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Source Package  Type  Binary Packages 
Libarchive  dep  libarchive 
libatasmart  dep  libatasmart 
libcap  dep  libcap 
libcreds2  dep  libcreds2 
libdaemon  dep  libdaemon 
libdres  core  libdres, ohm‐plugin‐resolver 
libdrm  dep  libdrm 
libdsme  core  libdsme 
libexif  dep  libexif 
libffi  dep  libffi 
libfontenc  dep  libfontenc 
libgcrypt  dep  libgcrypt 
libgdbus  core  libgdbus 
libgee  dep  libgee 
libgnome‐keyring  dep  libgnome‐keyring 
libgpg‐error  dep  libgpg‐error 
libgsf  dep  libgsf 
libical  dep  libical 
libICE  dep  libICE 
libidn  dep  libidn 
libiodata  dep  libiodata 
libjpeg  dep  libjpeg 
libmng  dep  libmng 
libnice  dep  libnice 
libnl  dep  libnl 
libogg  dep  libogg 
libpng  dep  libpng 
libprolog  core  libprolog 
libproxy  dep  libproxy 
libqmlog  dep  libqmlog 
libqttracker  core  libqttracker 
libresource  core  libresource, libresource‐client 
libsatsolver  dep  satsolver‐tools 
libsignon  core  libsignon, libsignon‐passwordplugin, libsignon‐saslplugin 
libSM  dep  libSM 
libsndfile  dep  libsndfile 
libsoup  dep  libsoup 
libtasn1  dep  libtasn1 
libtelepathy  core  libtelepathy 
libthai  dep  libthai 
libtheora  dep  libtheora 
libtiff  dep  libtiff 

Formatted Table
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Source Package  Type  Binary Packages 
libtool  dep  libtool‐ltdl 
libtrace  core  libtrace 
libusb  dep  libusb 
libuser  dep  libuser 
libvisual  dep  libvisual 
libvorbis  dep  libvorbis 
libX11  dep  libX11 
libXau  dep  libXau 
libXaw  dep  libXaw 
libxcb  dep  libxcb 
libXcomposite  dep  libXcomposite 
libXcursor  dep  libXcursor 
libXdamage  dep  libXdamage 
libXext  dep  libXext 
libXfixes  dep  libXfixes 
libXfont  dep  libXfont 
libXft  dep  libXft 
libXi  dep  libXi 
libXinerama  dep  libXinerama 
libxkbfile  dep  libxkbfile 
libxml2  dep  libxml2 
libXmu  dep  libXmu 
libXpm  dep  libXpm 
libXrandr  dep  libXrandr 
libXrender  dep  libXrender 
libXt  dep  libXt 
libXtst  dep  libXtst 
libXv  dep  libXv 
libXxf86vm  dep  libXxf86vm 
libzypp  dep  libzypp 
mesa  core  /usr/lib/libGL.so.1, /usr/lib/libEGL.so.1, mesa‐libGLUT, mesa‐

libOSMesa 
mingetty  dep  Mingetty 
ncurses  dep  ncurses, ncurses‐base, ncurses‐libs 
nspr  dep  Nspr 
nss  dep  nss, nss‐softokn‐freebl, nss‐sysinit 
o3read  dep  o3read 
obexd  core  Obexd 
ofono  core  Ofono 
ohm  core  ohm, ohm‐config, ohm‐plugin‐core 
ohm‐plugins‐misc  core  ohm‐plugins‐misc 
openjpeg  dep  openjpeg‐libs 

Formatted Table
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Source Package  Type  Binary Packages 
openobex  dep  openobex 
openssl  dep  openssl 
orc  dep  orc 
PackageKit  core  PackageKit, PackageKit‐glib, PackageKit‐gtk‐module, PackageKit‐

qt, PackageKit‐zypp 
pam  dep  pam 
pango  dep  pango 
passwd  dep  passwd 
pciutils  dep  pciutils 
pcre  dep  pcre 
phonon  dep  libphonon4 
pixman  dep  pixman 
pm‐utils  dep  pm‐utils 
polkit  dep  polkit 
poppler  dep  poppler 
poppler  dep  poppler‐utils 
popt  dep  popt 
pulseaudio  core  pulseaudio 
python  dep  python 
python  dep  python‐libs 
qjson  dep  qjson 
qmf  dep  libqtopiamail1 
qt  core  libqtcore4, libqtdbus4, libqtdeclarative4, libqtdeclarative4‐

folderlistmodel, libqtdeclarative4‐gestures, libqtdeclarative4‐
particles, libqtdesigner4, libqtgui4, libqtnetwork4, libqtopengl4, 
libqtscript4, libqtsql4, libqtsql4‐sqlite, libqtsvg4, libqttest4, 
libqtxml4, libqtxmlpatterns4  

qtcontacts‐tracker  core  qtcontacts‐tracker 
qt‐mobility  core  libdeclarative‐contacts, libdeclarative‐multimedia, 

libdeclarative‐publishsubscribe, libdeclarative‐sensors, 
libdeclarative‐serviceframework, libqtcontacts1, libqtlocation1, 
libqtmessaging1, libqtmultimediakit1, libqtpublishsubscribe1, 
libqtsensors1, libqtserviceframework1, libqtsysteminfo1, 
libqtversit1, qt‐mobility, servicefw 

qtwebkit  core  libqtwebkit4, libqtwebkit‐qmlwebkitplugin 
qt‐web‐runtime  core  qt‐web‐runtime 
readline  dep  readline 
rpm  dep  rpm, rpm‐libs 
rtkit  dep  rtkit 
sed  dep  sed 
sensorfw  core  sensorfw 
setup  dep  setup 
sg3_utils  dep  sg3_utils‐libs 

Formatted Table
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Source Package  Type  Binary Packages 
shadow‐utils  dep  shadow‐utils 
shared‐mime‐info  dep  shared‐mime‐info 
sofia‐sip  dep  sofia‐sip, sofia‐sip‐glib 
speex  dep  speex 
sqlite  dep  sqlite 
swi‐prolog  dep  swi‐prolog, swi‐prolog‐lib, swi‐prolog‐lib‐core 
sysvinit  dep  sysvinit, sysvinit‐tools 
taglib  dep  taglib 
telepathy‐farsight  core  telepathy‐farsight 
telepathy‐gabble  core  telepathy‐gabble 
telepathy‐glib  core  telepathy‐glib 
telepathy‐mission‐control  core  telepathy‐mission‐control 
telepathy‐qt4  core  telepathy‐qt4 
telepathy‐qt4  core  telepathy‐qt4‐farsight 
telepathy‐ring  core  telepathy‐ring 
telepathy‐sofiasip  core  telepathy‐sofiasip 
telepathy‐stream‐engine  core  telepathy‐stream‐engine 
timed  core  timed 
tinycdb  dep  tinycdb 
totem‐pl‐parser  dep  totem‐pl‐parser 
tracker  core  tracker 
tzdata  dep  tzdata 
udev  core  libgudev1, libudev, udev 
udisks  core  udisks 
upower  core  upower 
usermode  dep  usermode 
util‐linux‐ng  dep  libblkid, libuuid, util‐linux‐ng 
wpa_supplicant  core  wpa_supplicant 
xcb‐util  dep  xcb‐util 
xorg‐x11‐font‐utils  core  xorg‐x11‐font‐utils 
xorg‐x11‐server  core  xorg‐x11‐server 
xorg‐x11‐server  core  xorg‐x11‐server‐common 
xorg‐x11‐utils  core  xorg‐x11‐utils 
xorg‐x11‐utils‐xdpyinfo  dep  xorg‐x11‐utils‐xdpyinfo 
xorg‐x11‐utils‐xdriinfo  dep  xorg‐x11‐utils‐xdriinfo 
xorg‐x11‐utils‐xev  dep  xorg‐x11‐utils‐xev 
xorg‐x11‐utils‐xfd  dep  xorg‐x11‐utils‐xfd 
xorg‐x11‐utils‐xfontsel  dep  xorg‐x11‐utils‐xfontsel 
xorg‐x11‐utils‐xlsatoms  dep  xorg‐x11‐utils‐xlsatoms 
xorg‐x11‐utils‐xlsclients  dep  xorg‐x11‐utils‐xlsclients 
xorg‐x11‐utils‐xlsfonts  dep  xorg‐x11‐utils‐xlsfonts 
xorg‐x11‐utils‐xprop  dep  xorg‐x11‐utils‐xprop 

Formatted Table
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Source Package  Type  Binary Packages 
xorg‐x11‐utils‐xrandr  core  xorg‐x11‐utils‐xrandr 
xorg‐x11‐utils‐xvinfo  dep  xorg‐x11‐utils‐xvinfo 
xorg‐x11‐utils‐xwininfo  dep  xorg‐x11‐utils‐xwininfo 
xorg‐x11‐xauth  core  xorg‐x11‐xauth 
xorg‐x11‐xkb‐utils  core  xorg‐x11‐xkb‐utils 
xz  dep  xz‐libs 
zlib  dep  zlib 
 

Formatted Table
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