


INTRODUCTION

CONCEPT: 

•	 Hight	Safety		standards,meeting	FIA	F.4	rules	

•	 High	technical	quality	and	high	performance	Formula	
to	allow	driving	talent	to	shine	

•	 Successful	marriage	of	innovative	design	and	optimised	
aerodynamics	

•	 Low	operating	and	maintanance	costs

According	to	new	FIA	F.4	philosophy	of	Motorsport,	we	could	propose	a	Formula	based	on	the	best	
relation	between:

Safety/Quality/Performance/Price 

to	assure	hight	tecnology	and	low	running	cost,	offering	several	opportunities	to	young	worldwide	drivers,	the	
F.4	could	rapresent	the	first	step	towards	F.3	and	their	professional	carrer.

Keeping	hight	technical	level	and	safety	standard,	the	F.4	offer	a	significant	reduction	in	purchase	price	and	
operating	cost	requiring	a	limited	budget	for	young	drivers.

The	F.4	have	the	possibility	to	use	different	engines	and	tyres,	even	if	maintaining	similir	power	and	performance	
among	the	different	Championships,	according	to	commercial	agreements	with	local	suppliers	and	ASN	which	could	
help	the	worlwide	diffusion	of	the	Series	in	order	to	create	a	real	course	for	the	stars	of	tomorrow.

We	hope	that	the	following	presentation	regarding	the	new	F.4	could	turn	out	of	your	interest	and	we	remain	at	
disposal	in	order	to	expose	in	details	the	project.
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SAFETY

Chassis:	a	point	of	reference	in	terms	
of	rigidity	and	safety.

•	 carbon	fibre	monocoque
•	 sandwich	material:	aluminium	honeycomb		
construction	with	carbon	fibre	outer	skins		

baked	in	a	vacuum	
•	 3	carbon	and	aluminium	bulkheads	to	absorb	
energy	generated	by	suspension	and	engine	

mounting	points	
•	 crushable	structures	have	been	over-engine-
ered	and	carefully	located	so	as	to	protect	

the	bodywork	from	the	consequences	of	minor	
accidents.

Safety: Our prime concern
The	important	safety	features	adopted	by	Tatuus	
correspond	with	FIA	approved	F.4	regulations

•	 FIA	F.4	approved	front	and	rear	crash	structures
•	 FIA	approved	wheels	retainer	cables
•	 removable	lateral	head	protection	for	the	driver
•	 6	point	safety	harness,	HANS	system
•	 electrically-operated	5	kg	fire	extinguisher
•	 FIA-approved	FT3	fuel	cell
•	 FIA	F.4	approved	cockpit	safety	cell	and	cockpit	
opening

•	 carbon	fibre,	extractable	seat,	meeting	FIA	rules
•	 removable	steering	wheel
•	 FIA	approved	rear	led	light

The	new	car	will	be	
undergone	stringent		

crash	tests	designed	
by	FIA	for	F.	4

These	include:
•	 the	chassis	

•	 the	crash	boxes:	nose	and	rear		
crash	structures	

•	 the	rollover	bar	
•	 the	steering	column
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Chassis:	 	 	 Tatuus	monocoque	carbon	composite	FIA	F.4	homologated
Saefty	Features:	 Carbon	composite	front	and	rear	crashbox	FIA	F.4	homologated
	 	 	 	 Steering	column		FIA	F.4	homologated
	 	 	 	 Roll-hoop		FIA	F.4	homologated
	 	 	 	 Wheel	tethers	Cortex	FIA	homologated
	 	 	 	 OMP	Six-point	safety	harnesses,	Hans	system
	 	 	 	 OMP	Extinguisher	electrically	operated
	 	 	 	 Removable	head	protection
	 	 	 	 Removable	seat	FIA	standard
Bodywork:		 	 Fiberglass	
Wings:	 	 	 Front	wing	with	mainplane	adjustable
	 	 	 	 Rear	wing	with	two	aero	profiles,	mainplane	adjustable
Engine:	 	 	 Abarth	414	F4	Turbocharged	1.4	cc.	160	hp	
Electronics	ECU:	 Magneti Marelli	
Instrumentation:	 LCD	dash	integrated	in	sterring	wheel	Next Solution	
Data	acquisition:		 AIM	Evo	4	plus	camera	car	
Transmission:		 	 Sequential	Sadev	six-speed	gearbox
	 	 	 	 Paddle	shift	Magneti Marelli	EGA	
Front	Suspension:		 Double	wishbone	with	pushrods
	 	 	 	 Twin	shock	layout
	 	 	 	 Camber	and	toe	adjustable
Rear	Suspension:		 Double	wishbone	with	pushrods
	 	 	 	 Twin	shock	layout
	 	 	 	 Camber,	toe,	roll	centre,	anti-squat	adjustable
Dampers:		 	 	 Oram	Bump	and	rebound	adjustable		 	 	
Brakes:		 	 	 Brembo	2	pistons	calipers,	cast	iron	ventilated	discs
	 	 	 	 Ferodo	brake	pads
Fuel:		 	 	 Premier	FIA	FT3	40	lt.	volume
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MAIN  CHARACTERISTICS
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Wheels:	 	 O.Z. Aluminium	front	8	x	13”	rear	10	x	13”
Tyres:		 	 Pirelli	front	200	x	540	x	13”	rear	250	x	575	x	13”	 	
Steering	rack:	 Machined	aluminium	
Upright:		 	 Front	and	rear	machined	aluminium
Wheel	base:	 2.750	mm	approx	
Front	track:	 1.600	mm	approx	
Rear	track:	 1.500	mm	approx	
Weight:		 	 570	kg	with	driver
Aerodynamic:		 50	mm	step

PRICE 
rolling	chassis
euro	33.000,00

engine
euro	9.500,00 Option

Paddle	shift	system
&

Data	acquisition
euro	5.000,00



DESIGN
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CONTACTS

TATUUS RACING srl
VIA VERGA 12

20863 CONCOREZZO - MI - ITALY
TEL. : +39 039 60 40 828 
MOBILE : +39 335 238130

e-mail : gianfranco.debellis@tatuus.it

www.tatuus.it
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